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TECHNICAL SPECIFICATION

Model 8923-40V

Battery Type Lithium-ion

Battery Voltage 40V

Battery Capacity 2000mAh

Maximum Cutting Diameter 265mm

Chain Size 12"

Chain Bar Length 300mm

Max. Cutting Capacity 
(Round Workpiece)

265mm

Max. Cutting Capacity 
(Rectangular Workpiece)

235X235 mm

No-Load Speed 6200RPM

Chain Speed 8m/s

Oil Tank Capacity 70ml

Runtime 1 hour

Cuts Per Battery Charge 0.05%

Charging Time 1hour

Noise Level 95dB

Weight 2.88Kg(With 1pc Battery)

Accessories

2pcs Battery Packs
1pc Charger
1pc 12" Chain
1pc Guide Bar
1pc Bar Cover
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PART LIST
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Front Hand Guard

Cutter Rail

Saw chain Front Handle Chain Oil Fill Level Indicator

Battery pack

Push Lock Button

Rear Handle
On/Off Switch

  DANGER!
When using the equipment, a few safety precautions must be observed 
to avoid injuries and damage. Please read the complete operating 
instructions and safety regulations with due care. 
Keep this manual in a safe place, so that the information is available at 
all times. If you give the equipment to any other person, hand over these 
operating instructions and safety regulations as well.
We cannot accept any liability for damage or accidents which arise due 
to a failure to follow these instructions and the safety instructions.
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1- Read the operating instructions.
2- On all jobs performed with the saw, you must always wear safety 
goggles to guard your eyes from flying chips/materials/objects and 
a sound-proof the like to protect your hearing. Always wear a safety 
helmet, because there is a risk of objects falling on you from above.
3- The user must wear tight-fitting clothing and protective gear to prevent 
cuts to the hands, lower arms, legs and feet.
4- Do not expose the device to rain.
5- Maximum cutting length / chain speed.
6- Unlock the chain brake before putting into operation!
7- Store the battery only in dry rooms with an ambient temperature of 
+10°C to +20°C. Place only charged batteries in storage (Charged at 
least 40%).
8- The batteries must be removed from the tool before it is disposed 
of. How to dispose of batteries: Batteries are not allowed in household 
waste.
9- Always hold the cordless chainsaw firmly with both hands.
10- Kick-back might result in fatal injuries from cuts.
11- This particular type of power saw is allowed to be used only for tree 
care by persons who are specially trained.
12- Warning! Danger!

ENVIRONMENT

  DISPOSAL
Your product, accessories and packaging should be sorted for 
environmental-friendly recycling.

GENERAL POWER TOOL SAFETY WARNINGS

WARNING!
Read all safety warnings, instructions, illustrations and specifications 
provided with this power tool. Failure to follow all instructions listed 
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below may result in electric shock, fire and/or serious injury.

.SAVE ALL WARNINGS AND INSTRUCTIONS FOR FUTURE 
REFERENCE.
The term “power tool” in the warnings refers to your mains-operated 
(corded) power tool or battery-operated (cordless) power tool.

.WORK AREA SAFETY
a) Keep work area clean and well lit. Cluttered or dark areas invite 
accidents.
b) Do not operate cordless tools in explosive atmospheres, such as in 
the presence of flammable liquids, gases or dust. Power tools create 
sparks which may ignite the dust or fumes.
c) Keep children and bystanders away while operating a power(cordless) 
tool. Distractions can cause you to lose control.

.ELECTRICAL SAFETY
a) Use a special and suitable battery for this tool. With this, the possibility 
of tool explosion and damage to the user is greatly reduced.
b) Avoid body contact with earthed or grounded surfaces, such as pipes, 
radiators, ranges and refrigerators. There is an increased risk of electric 
shock if your body is earthed or grounded.
c) Do not expose power(cordless) tools to rain or wet conditions. Water 
entering a power tool will increase the risk of electric shock.

.PERSONAL SAFETY
a) Stay alert, watch what you are doing and use common sense when 
operating a power tool. Do not use a power tool while you are tired 
or under the influence of drugs, alcohol or medication. A moment of 
inattention while operating power tools may result in serious personal 
injury.
b) Use personal protective equipment. Always wear eye protection. 
Protective equipment such as a dust mask, non-skid safety shoes, hard 
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hat or hearing protection used for appropriate conditions will reduce 
personal injuries.
c) Prevent unintentional starting. Ensure the switch is in the off-position 
before connecting to power source and/or battery pack, picking up or 
carrying the tool. Carrying power tools with your finger on the switch or 
energizing power tools that have the switch on invites accidents.
d) Remove any adjusting key or wrench before turning the power tool 
on. A wrench or a key left attached to a rotating part of the power tool 
may result in personal injury.
e) Do not overreach. Keep proper footing and balance at all times. This 
enables better control of the power tool in unexpected situations.
f) Dress properly. Do not wear loose clothing or jewelry. Keep your hair 
and clothing away from moving parts. Loose clothes, jewelry or long hair 
can be caught in moving parts.
g) If devices are provided for the connection of dust extraction and 
collection facilities, ensure these are connected and properly used. Use 
of dust collection can reduce dust-related hazards.
h) Do not let familiarity gained from frequent use of tools allow you to 
become complacent and ignore tool safety principles. A careless action 
can cause severe injury within a fraction of a second.

.POWER(CORDLESS) TOOL USE AND CARE
a) Do not force the power(cordless) tool. Use the correct power tool for 
your application. The correct power tool will do the job better and safer 
at the rate for which it was designed.
b) Do not use the power tool if the switch does not turn it on and off. Any 
power tool that cannot be controlled with the switch is dangerous and 
must be repaired by Ronix Service Center.
c) Remove the battery pack, if detachable, from the cordless tool 
before making any adjustments, changing accessories, or storing 
power(cordless) tools. Such preventive safety measures reduce the risk 
of starting the power tool accidentally.
d) Store idle power(cordless) tools out of the reach of children and do 
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not allow persons unfamiliar with the power(cordless) tool or these 
instructions to operate the power(cordless) tool. power(cordless) tools 
are dangerous in the hands of untrained users.
e) Maintain power(cordless) tools and accessories. Check for 
misalignment or binding of moving parts, breakage of parts and any 
other condition that may affect the power(cordless) tool’s operation. If 
damaged, have the power(cordless) tool repaired before use. Many 
accidents are caused by poorly maintained power(cordless) tools.
f) Keep cutting tools sharp and clean. Properly maintained cutting tools 
with sharp cutting edges are less likely to bind and are easier to control.
g) Use the power(cordless) tool, accessories and tool bits etc. in 
accordance with these instructions, taking into account the working 
conditions and the work to be performed. Use of the power tool for 
operations different from those intended could result in a hazardous 
situation.
h) Keep handles and grasping surfaces dry, clean and free from oil and 
grease. Slippery handles and grasping surfaces do not allow for safe 
handling and control of the tool in unexpected situations.

.BATTERY TOOL USE AND CARE
a) Recharge only with the charger specified by the Ronix. A charger that 
is suitable for one type of battery pack may create a risk of fire when 
used with another battery pack.
b) Use power tools only with specifically designated battery packs. Use 
of any other battery packs may create a risk of injury and fire.
c) When battery pack is not in use, keep it away from other metal objects, 
like paper clips, coins, keys, nails, screws or other small metal objects, 
that can make a connection from one terminal to another. Shorting the 
battery terminals together may cause burns or a fire.
d) Under abusive conditions, liquid may be ejected from the battery; 
avoid contact. If contact accidentally occurs, flush with water. If liquid 
contacts eyes, additionally seek medical help. Liquid ejected from the 
battery may cause irritation or burns.
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e) Do not use a battery pack or tool that is damaged or modified. 
Damaged or modified batteries may exhibit unpredictable behavior 
resulting in fire, explosion or risk of injury.
f) Do not expose a battery pack or tool to fire or excessive temperature. 
Exposure to fire or temperature above 130 °C may cause explosion.
g) Follow all charging instructions and do not charge the battery pack or 
tool outside the temperature range specified in the instructions. Charging 
improperly or at temperatures outside the specified range may damage 
the battery and increase the risk of fire.

.SAFETY FUNCTIONS
- The specially developed safety features of the LOW-KICKBACK CHAIN 
SAW will help you reduce and absorb the force created by a kickback.
- The front hand guard (chain brake) protects the left hand of the operator 
if it slips off the front handle while the saw is running. The CHAIN BRAKE 
is a safety function that reduces injuries caused by kickback by stopping 
a running saw chain in milliseconds. It is activated by the front hand 
guard (chain brake).
- The ON/OFF SWITCH stops the motor as soon as it is switched off.
- The SAFETY LOCK-OFF prevents the motor being turned on 
accidentally. The ON/OFF SWITCH can only be pressed if the safety 
lock-off is also pressed.
- The CHAIN CATCH reduces the risk of injuries if the saw chain breaks 
or slips while the motor is running. The chain catch is designed to catch 
a chain that is wrapping around itself.

  NOTE:
Familiarize yourself with the saw and its parts.

  DANGER!
The equipment and packaging material are not toys. Do not let children 
play with plastic bags, foils or small parts. There is a danger of swallowing 
or suffocating!
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  PROPER USE
Danger! This chainsaw is a special type of chain-saw intended specifically 
for tree care.
During use, the rear handle should be held in the right hand and the 
front handle should be held in the left hand. It should only be operated 
by fully trained users to remove branches and to cut off the tops of 
standing trees.
Persons using the chain-saw must have read and understood the safety 
requirements contained in the operating instructions, and they must 
wear appropriate personal protective equipment (PPE).
The chainsaw must only be operated by persons who are fully trained for 
this type of chainsaw. The user must be trained in all manual chainsaw 
work skills. This chainsaw is not intended for use in other types of 
applications.
The equipment is to be used only for its prescribed purpose. Any other 
use is deemed to be a case of misuse. The user / operator and not the 
manufacturer will be liable for any damage or injuries of any kind caused 
as a result of this.

  DANGER!
Sound and vibration
Sound and vibration values were measured in accordance with EN 
62841-1 and EN ISO 11681-2.
LpA sound pressure level : 73.33 dB(A)
KpA uncertainty:3 dB LWA sound power level: 93.33 dB(A) KWA 
uncertainty: 0.77 dB, LWA sound power level guaranteed 94 dB(A).

.WEAR EAR-MUFFS 
The impact of noise can cause damage to hearing. Total vibration values 
(Vector sum of three directions) were determined in accordance with EN 
62841-1 and EN ISO 11681-2.
Handle under load Vibration emission value 26 front handle
ah = 4.215 m/s2
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Vibration emission value rear handle
ah = 4.327 m/s2
K uncertainty = 1.5 m/s2
The stated vibration emission levels and stated noise emission values 
were measured in accordance with a set of standardized criteria and can 
be used to compare one power tool with another. The stated vibration 
emission levels and stated noise emission values can also be used to 
make an initial assessment of exposure.

  WARNING!
The vibration and noise emission levels may vary from the level specified 
during actual use, depending on the way in which the power tool is used, 
especially the type of work piece it is used for. Keep the noise emissions 
and vibrations to a minimum.
- Only use appliances which are in perfect working order
- Service and clean the appliance regularly
- Adapt your working style to suit the appliance
- Do not overload the appliance
- Have the appliance serviced whenever necessary
- Switch the appliance off when it is not in use
- Wear protective gloves

BEFORE STARTING THE EQUIPMENT

  WARNING!
Always remove the battery pack before making adjustments to the 
equipment.

  DANGER!
Do not fit the battery until the chainsaw has been fully assembled and 
the chain tension has been set. Always wear protective gloves when 
working on the chainsaw to protect yourself against injury.
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.FITTING THE CUTTER RAIL AND SAW CHAIN
- Carefully unpack all parts and check that they are complete 
- Undo the fastening screw of the chain wheel cover.

Fastening Screw

- Take off the chain wheel cover
 Wheel Cover

- Lay the chain as shown in the groove which runs around the cutter rail (A).

A

Cutter Rail

Chain
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 - Insert the cutter rail and chain as shown into the mounting of the 
cordless chainsaw. As you do so, guide the chain around the chain 
wheel (B).

B B Chain Cutter rail

- Attach the chain wheel cover and secure it with the fastening screw.

  IMPORTANT! 
Do not fully tighten the fastening screw until after you have adjusted the 
chain tension.
 

Fastening Screw
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TENSIONING THE SAW CHAIN

  WARNING!
Always disconnect the mains plug before performing any checks 
or adjustments. Always wear protective gloves when working on the 
chainsaw to protect yourself against injury.
- Undo the fastening screw of the chain wheel cover a few turns
- Adjust the chain tension with the chain tensioning screw.

Turning the screw clockwise increases the tension, turning it 
counter-clockwise decreases the chain tension. 
The saw chain is correctly tensioned if it can be lifted around 3-4 mm in 
the middle of the cutter rail.

3-
4m

m

- Tighten the fastening screw of the chain wheel cover.

  DANGER! 
All of the chain links must lie properly in the guide groove of the cutter 
rail.
Notes on tensioning the chain:
The saw chain must be properly tensioned to ensure safe operation.
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You can tell that the chain tension is perfect if the saw chain can be lifted 
by around 3-4 mm in the middle of the cutter rail. As the saw chain heats 
up during cutting and thus changes in length, please check the chain 
tension every 10 minutes and adjust it again as required. This applies in 
particular to new saw chains. When you have finished working slacken 
the chain again, as the chain will shorten when it cools down. This will 
prevent the chain from being damaged.

SAW CHAIN LUBRICATION

  WARNING!
Always pull out the battery before performing any checks or adjustments. 
Always wear protective gloves when working on the chainsaw to protect 
yourself against injury.
Notice! Never operate the chain if it is not lubricated with saw chain oil. 
Use of the chainsaw without saw chain oil or if the oil level is below the 
“min” mark will damage the chainsaw.
 Oil Tank Cover

Oil Level

Notice! Be aware of the temperature conditions: different lubricants 
with completely different viscosities are required at different ambient 
temperatures. At lower temperatures you will need low viscosity oils in 
order to achieve a sufficient lubricating film. However, if the same low 
viscosity oil is used during the summer, it will become even thinner due 
to the ambient temperatures alone, and as a result the lubricating film 
could break down, causing the chain to overheat and become damaged. 
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In addition, the chain oil would burn and produce unnecessary pollutants.

.FILLING THE OIL TANK
- Keep away from ignition sources
- Place the chainsaw on a flat surface
- Clean the area around the oil tank cover and then clean the oil tank cover.
- Fill the tank with saw chain oil. In the process, make sure that no dirt 
enters the tank, as this could cause the oil nozzle to become blocked
- Close the oil tank cover

.CHARGING THE LI-ION BATTERY PACK 
The battery is protected from exhaustive discharge. An integrated 
protective circuit automatically switches Off the equipment when the 
battery is flat.

  WARNING!
Do not actuate the On/Off switch any more if the protective circuit has 
tripped. This may damage the battery.
1- Remove the battery pack from the handle, pressing the push lock 
button downwards to do so.
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Push Lock Button

Battery pack

2- Check that your mains voltage is the same as that marked on the 
rating plate of the battery charger.
Insert the power plug of the charger into the socket outlet. The green 
LED will then begin to flash.
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2000m
Ah

Battery pack

Charger

 

3- Push the battery pack onto the battery charger. If the battery pack 
fails to charge, check for:
- voltage at the power socket
- whether there is good contact at the charging contacts of the charging 
unit If the battery pack still fails to charge, send the charger and charging 
adapter and the battery pack to our customer service center.

.BATTERY CAPACITY INDICATOR
Press the button for the battery capacity indicator (C). The battery 
capacity indicator (D) shows the charge status of the battery using 3 
LEDs. D

C

All 3 LEDs are lit: The battery is fully charged.
2 or 1 LED(s) are lit: The battery has an adequate remaining charge.
1 LED flashes: The battery is empty, recharge the battery.
All LEDs blink:
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The battery temperature is too low. Remove the battery from the 
equipment, keep it at room temperature for one day. If the fault reoccurs, 
this means that the rechargeable battery has undergone exhaustive 
discharge and is defective. Remove the battery from the equipment. 
Never use or charge a defective battery.

OPERATION

.SWITCHING ON/OFF
- Plug in the battery on the equipment.
- Hold the chainsaw by the handles with both hands as shown in the 
below Figure.

 

- Press and hold the safety lock-off.
- Switch on the chainsaw at the ON/OFF switch. You can then release 
the safety lock-off. Switching off Release the ON/OFF switch. The 
integrated brake will bring the running chain-saw to a standstill within a 
very short space of time. 

  WARNING!
Always carry the saw by the front handle. If the battery is inserted on the 
saw and you carry it by the rear handle (which is where the switches are 
located), then there is a risk that you could accidentally press the safety 
lock-off and the ON/OFF switch at the same time, and the chainsaw 
could inadvertently start up.
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DEVICE SAFETY 

.MOTOR BRAKES 
The motor brakes the saw chain as soon as the ON/OFF switch is 
released or the power supply is interrupted. This significantly reduces 
the risk of injury that would otherwise be present if the chain continued 
to run after being switched off or disconnected.

.CHAIN BRAKE
The chain brake is a safety mechanism which is triggered via the front 
hand guard. If kickback causes the chainsaw to suddenly jerk back then 
the chain brake trips and stops the saw chain in less than 0.1 seconds. 
You must check the operation of the chain brake on a regular basis. To 
do this, fold the hand guard forward and briefly switch the chainsaw on. 
The saw chain must not start up. Pull back the front hand guard until it 
engages to release the chain brake.

  DANGER!
Never use the saw if the safety equipment is not working properly. 
Never try to repair safety related protection systems yourself always 
have any work done by our service department or by a similarly qualified 
workshop.

.HAND GUARD
The front hand guard (which also acts as the chain brake at the same 
time) and the rear hand guard protect against finger injuries resulting from 
contact with the saw chain if the chain breaks because it is overloaded.
 
WORKING WITH THE CHAINSAW

.PREPARATIONS
To ensure that you can work safely, check the following points before 
every use:
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.CONDITION OF THE CHAIN SAW
Inspect the chainsaw before the start of work for damage to the housing, 
the battery and its terminals, the saw chain and the cutter rail.
Never use a chainsaw which is obviously damaged. Fill level of the oil 
container. Even while working, keep checking that sufficient oil is in the 
system. To avoid damaging the chainsaw, never run the saw if there is 
no oil in the system or if the oil drops below the “min” mark. On average, 
a single filling will last around 15 minutes depending on the number of 
pauses in cutting and the loads involved. The sharper chainsaw, the 
easier and more controllable it is to operate the chain-saw.
The same also applies to the chain tension. Again, while working also 
check the chain tension every 10 minutes in order to increase your 
safety. New saw chains in particular often tend to expand more.
Check the operation of the chain brake as described in the chapter 
“Safety devices” .

CLEANING, MAINTENANCE AND ORDERING OF 
SPARE PARTS

  DANGER!
- Remove the battery each time before cleaning.
- Never immerse the unit in water or other liquids in order to clean it.

.CLEANING
- Regularly clean the clamping mechanism by blowing it out with 
compressed air or cleaning it with a brush. Do not use tools for cleaning.
- Keep the handles free of grease so that you can maintain a firm grip.
- Clean the device as required with a damp cloth and, if necessary, mild 
washing up liquid.
- If the chainsaw is not to be used for an extended period of time, then 
you should remove the chain oil from the tank. Briefly immerse the saw 
chain and the cutter rail in an oil bath and then wrap them in oil paper.
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MAINTENANCE
 
.REPLACING THE SAW CHAIN AND CUTTER RAIL 
The cutter rail needs to be replaced if
- the guide groove of the cutter rail is worn
- the nose sprocket in the cutter rail is damaged or worn. Remove the 
adapter plate from the cutter rail as shown below figure. Now fit the 
adapter plate to the new cutter rail. Proceed as described in the section 
“Assembly of the cutter rail and the saw chain”.

Cutter rail

Adapter plate

.CHECKING THE AUTOMATIC CHAIN LUBRICATION
You should check the operation of the automatic chain lubrication 
system on a regular basis in order to guard against overheating and the 
associated damage to the cutter rail and the saw chain. To do this, point 
the tip of the cutter rail towards a smooth surface (board, section of a cut 
tree) and allow the chainsaw to run. If an increasing oil trace becomes 
evident during this process, then the automatic chain lubrication system 
is working properly. If no clear oil trace is evident then please refer to 
the corresponding instructions in “Troubleshooting”. If the information 
contained there still fails to remedy the situation, then please contact our 
service department or another similarly qualified workshop.

  DANGER!
Do not actually touch the surface with the tip of the cutter rail when 
performing this test. Keep a safe distance (approx. 20 cm).
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.SHARPENING THE SAW CHAIN
Effective working with the chainsaw is only possible if the saw chain is 
in good condition and sharp. This also reduces the risk of kickback. The 
saw chain can be re-sharpened by RONIX SERVICES of after sales 
services. Do not attempt to sharpen the saw chain yourself.

.TRANSPORT
Engage the chain brake. To avoid injury, always carry the device with 
the cutter rail guard fitted. Follow the generally applicable regulations on 
securing loads.

.NOTES ON ENVIRONMENTAL PROTECTION / DISPOSAL
The equipment is supplied in packaging to prevent it from being 
damaged in transit. The raw materials in this packaging can be reused or 
recycled. The equipment and its accessories are made of various types 
of material, such as metal and plastic. Never place defective equipment 
in your household refuse. The equipment should be taken to a suitable 
collection center for proper disposal.
If you do not know the whereabouts of such a collection point, you should 
ask in your local council offices.

TROUBLESHOOTING

  DANGER!
Before troubleshooting, switch off the equipment and pull out the battery.
The table below contains a list of fault symptoms and explains what you 
can do to remedy the problem if your tool fails to work properly. If the 
problem still persists after working through the list, then please contact 
with the nearest after sales service workshop.
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Fault Cause Solution

Chainsaw does not

work at all

- Quick stop brake has 

been Triggered

- No power supply(battery 

pack)

- Pull the hand protection

back to the normal 

position.

- Check the power supply.

Chainsaw operates

intermittently

- Loose connection 

(external)

- Loose connection 

(internal)

- ON/OFF switch 

defective

Consult a specialist 

workshop.

Saw chain dry

- No oil in the tank

- Oil tank cap breather 

blocked

- Oil outlet blocked

- Fill up with oil.

- Clean the oil tank cap.

- Clear the oil outlet.

Chain brake does not work

- Problem with the switch 

mechanism in the front 

hand guard

Consult a specialist 

workshop.

Chain/guide rail hot

- No oil in the tank

- Oil tank cap breather 

blocked

- Oil outlet blocked

- Blunt chain

- Fill up with oil.

- Clean the oil tank cap.

- Clear the oil outlet

- Resharpen or replace 

the chain.

Chainsaw juddering, 

vibrating or not sawing 

properly

- Chain tension too

loose

- Blunt chain

- Worn chain

- Saw teeth pointing in the 

wrong direction

- Adjust the chain tension.

- Re-sharpen or replace 

the chain.

- Replace the chain.

- Reinstall the saw chain 

with the teeth facing in 

the correct direction.



کیت اره زنجیری شارژی براشلس 40 ولت 30 سانتی متری

ترمززنجیرعملنمیکند
دست محافظ در سوئیچ عملکرد در -

جلوییاختلالوجوددارد

تماس فروش از پس خدمات واحد با

بگیرید

ریلراهنما/زنجیرداغاست

-مخزنروغنخالیاست

-مجرایتزریقروغنمسدودشدهاست

-خروجیروغنمسدودشدهاست

-باروغنمناسبمخزنراپرکنید

تزریق مجرای و روغن مخزن درب  -

روغنآنرابهدرستیتمیزکنید

-خروجیروغنراتمیزکنید

-زنجیرراتیزکنیدیاآنراتعویضکنید

ارهبرقیتکانمیخورد،ارتعاش

میکندیاارهدرستکارنمیکند

-زنجیربسیارشلاست

-زنجیربسیارکنداست

-زنجیرفرسودهاست

-دندانههایزنجیردرجهتاشتباهنصب

شدهاند

-کششزنجیرراتنظیمکنید

-زنجیرراتیزکنیدیاآنراتعویضکنید

-زنجیرراتعویضکنید

بهجهتصحیح به باتوجه را زنجیر  -

دندانهها،دوبارهنصبکنید

خدمات پس از فروش

 توجه!
احتیاجبهتعمیراتاضافهیادستکاری اجزایداخلیاینابزار توجهداشتهباشیدکههیچکداماز
غیر تعمیرات  کز مرا به ارائه یا هرگونهدستکاری  از بنابراین ندارند. عملکرد نمودن بهینه جهت
تماس هرگونهایراد،سریعابانزدیکترینمرکزسرویسمجاز اجتنابنماییدودرصورتبروز مجاز

حاصلنماییدتاازخدماتسریعودقیقرونیکس سرویساستفادهنمایید.
رونیکس سرویسباتلفن6497-021تماسحاصلنمائید. عاملیتهایمجاز برایاطلاعاز
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دفترچه راهنما

.نکاتی برای حفاظت از محیط زیست 
هنگامحملونقلجلوگیری آسیبدیدنآندر بستهبندیعرضهمیشوندتااز اینتجهیزاتدر
اینبستهبندیقابلاستفادهمجددیابازیافتهستند.تجهیزاتو شود.مواداولیهموجوددر
تجهیزات وپلاستیکساختهشدهاست.هرگز موادمانندفلز انواعمختلفیاز لوازمجانبیآناز
ندهید.تجهیزاتبایدبرایدفعمناسببهمرکزجمعآوری زبالههایخانگیخودقرار معیوبرادر

مناسببردهشود.
دفاترشورایمحلیخود از باید رانمیدانید، آوریایننوعقطعات گرمحلنگهداریوجمع ا

کنید. سوال

عیب یابی

 خطر!
کردهوباتریرابیرونبیاورید. عیبیابی،تجهیزاتراخاموش قبلاز

نکند، ابزارشمابهدرستیکار گر علائمخطااستوتوضیحمیدهدکها جدولزیرحاویلیستیاز
کردنبالیست،مشکلهمچنان  کار  پساز گر کاریمیتوانیدبرایرفعمشکلانجامدهید.ا چه

فروشتماسبگیرید. ادامهداشت،لطفاًبانزدیکترینواحدخدماتپساز

راه حلدلیلنقص

ارهزنجیریاصلاکارنمیکند

-ترمززنجیرفعالاست

-منبعتغذیهابزار)باتری(بهدرستیوصل

نشدهاست

حالت به عقب به را دست محافظ  -

نرمالواولیهخودبکشید

-وضعیتباتریابزاررابررسیکنید

ارهبرقیبطورمتناوبکارمیکند

-اتصالاتخارجیشلاست

-اتصالاتداخلیشلاست

-وجودنقصدرکلیدروشن/خاموش
تماس فروش از پس خدمات واحد با

بگیرید

زنجیرهارهخشکاست

-مخزنروغنخالیاست

-مجرایتزریقروغنمسدودشدهاست

-خروجیروغنمسدودشدهاست

-باروغنمناسبمخزنراپرکنید

تزریق مجرای و روغن مخزن درب  -

روغنآنرابهدرستیتمیزکنید

-خروجیروغنراتمیزکنید
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کیت اره زنجیری شارژی براشلس 40 ولت 30 سانتی متری

را آسیبدیدهیافرسودهشدهاست.صفحهآداپتور راهنمایزنجیر در -قسمتچرخدندهزنجیر
رارویراهنمایزنجیرجدید کنید.حالاصفحهآداپتور راهنمایزنجیرخارج از مطابقشکلزیر

اره"توضیحدادهشدهاست. وزنجیر راهنمایزنجیر بخش"مونتاژ کهدر  دهید.همانطور قرار

صفحهآداپتور

راهنمایزنجیر

.بررسی وضعیت روغنکاری خودکار زنجیر
گرمایبیش  کنیدتااز منظمبررسی رابهطور زنجیر شمابایدعملکردسیستمروغنکاریخودکار
، کار این انجام برای کنید. محافظت اره  زنجیر و  زنجیر راهنمای به آن  از ناشی آسیب و حد از
درختبریدهشده(بگیریدو رابهسمتیکسطحصاف)تخته،قسمتیاز نوکراهنمایزنجیر
درطولاینفرآیندردروغنرویچوبمشهودباشد،سیستم گر کند.ا  کار اجازهدهیدارهبرقی
روغنواضحیمشهودنیست،لطفاً هیچاثر گر میکند.ا کار ارهبهدرستی زنجیر روغنکاریخودکار
آنجانتوانست اطلاعاتموجوددر گر کنید.ا »عیبیابی«مراجعه بهدستورالعملهایمربوطهدر

فروشتماسبگیرید. کند،لطفاًبابخشخدماتپساز مشکلرابرطرف

خطر! 
لمسنکنید.فاصلهایمن)تقریباً واقعسطحرابانوکراهنمایزنجیر هنگامانجاماینآزمایش،در

کنید. (رارعایت 20سانتیمتر

.تیزکردن زنجیر اره
باشد.ایننیزخطر ارهسالموتیز کهزنجیر است باارهبرقیتنهادرصورتیامکانپذیر موثر کار
ارهمیتواندتوسطواحدرونیکسسرویسخدماتپساز ضربهبرگشتیراکاهشمیدهد.زنجیر

کنید.  فروشدوبارهتیزشود.هرگزسعینکنیدکهخودتاناقدامبهتیزکردنزنجیر

.حمل اره زنجیری
،همیشهدستگاه آسیببهاپراتور کنید.برایجلوگیریاز رادرگیر زنجیر برایحملارهزنجیری،ترمز
ایمن مورد  در اجرا قابل مقرراتعمومی  از کنید. نصبشدهحمل زنجیر راهنمای بامحافظ را

کنید. پیروی کار درحین سازیابزار
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دفترچه راهنما

.شرایط کلی اره برقی
ارهوراهنمای ،باتریوپایههایآن،زنجیر آسیبپوستهابزار نظر از کار ارهبرقیراقبلازشروع

کنید. بررسی زنجیر
کهبهوضوحآسیبدیدهاستاستفادهنکنید.مخزنروغنراتاسطحمناسبیپر ارهبرقی از هرگز
کافیدرمحفظهوجودداشتهباشد.برایجلوگیری کنیدکهروغن ،بررسی کار کنید.حتیدرحین
روغندرسیستموجودنداردیاروغنبهزیرعلامت"min"رسیده گر ا آسیبدیدنارهبرقی، از
برشوبارهایوارده،یکبار متوسط،بستهبهتعدادمکثدر ارهراروشننکنید.بهطور است،هرگز
بااره باشد،کار کردنمخزنروغنتنهاحدود15دقیقهکاریطولمیکشد.هرچهارهبرقیتیزتر پر

کنترلپذیریبهتریدارد. استو برقیراحتتر
10دقیقه راهر ،کششزنجیر هم،درحینکار نیزصدقمیکند.باز موردکششزنجیر در همینامر
افزایشدهید.بهویژهزنجیرههایارهجدیداغلبتمایلبه کار کنیدتاایمنیخودراحین بررسی

کششبیشتریدارند.
عملکردترمززنجیریراهمانطورکهدربخش"ایمنیدستگاه"توضیحدادهشدهاستبررسیکنید.

تمیزکاری، حفظ و نگهداری اجزای اره زنجیری

خطر!
کنید. رویابزارجدا تمیزکاری،پکباتریرااز هربار -قبلاز

ندهید. مایعاتتمیزکاریقرار معرضآبیاسایر ،تحتهیچشرایطیآنرادر -برایتمیزکردنابزار

.تمیزکاری
کنید.از کردنآنبابرستمیز مرتببادمیدنآنباهوایفشردهیاتمیز گیرهرابهطور -مکانیسم

کردناستفادهنکنید.  برایتمیز ابزار
رامحکمنگهدارید. ،ابزار کار هرگونهچربینگهداریدتابتوانیدهنگام -دستههاراعاریاز

کنید.  بایکپارچهمرطوبودرصورتلزوممایعشویندهملایمتمیز -دستگاهرادرصورتنیاز
مخزنخارج رااز ارهزنجیریبرایمدتطولانیاستفادهنشود،بایدروغنزنجیر استاز قرار گر -ا
کاغذ  کنیدوسپسآنهارادر درحمامروغنفرو رابهطورمختصر ارهوراهنمایزنجیر کنید.زنجیر

روغنیبپیچید.

.حفظ و نگهداری
ارهوراهنمایزنجیر جایگزینیزنجیر

گر: بهتعویضدارد،ا نیاز راهنمایزنجیر
راهنمایزنجیرساییدهشدهاست -شیار
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کیت اره زنجیری شارژی براشلس 40 ولت 30 سانتی متری

دهیدوارهبرقیممکناستبهطور کلیدروشن/خاموشراهمزمانفشار تصادفیقفلایمنیو
ناخواستهراهاندازیشود.

ایمنی ابزار

.ترمز موتور
ارهرامتوقفمیکند.این زنجیر بهمحضرهاشدنکلیدروشن/خاموشیاقطعشدنبرق،موتور
کار اینصورتدرصورتادامه غیر آسیبراکاهشمیدهد،در قابلتوجهیخطر عملکردبهطور

وجوددارد. ،امکانآسیببهاپراتور زنجیر

.ترمز زنجیر
لگدیا گر کهازطریقمحافظدستیجلوفعالمیشود.ا زنجیرییکمکانیسمایمنیاست ترمز
اره 0.1ثانیهزنجیر از کمتر  در زنجیر گهانارهبرقیبهعقببرگردد،ترمز ضربهبرگشتیباعثشودنا
، کار کنید.برایانجاماین منظمبررسی رابهطور زنجیر کند.شمابایدعملکردترمز رامتوقفمی
ارهنبایدراه حفاظدستیرابهسمتجلوتاکنیدوارهبرقیرابرایمدتکوتاهیروشنکنید.زنجیر
آزادشود. زنجیر اندازیشود.محافظدستجلوییرابهعقببکشیدتازمانیکهدرگیرشودتاترمز

خطر!
نکنید سعی هرگز نکنید. استفاده اره  از  هرگز کنند نمی  کار درستی به ایمنی تجهیزات  گر ا

کنید.  سیستمهایحفاظتیمربوطبهایمنیراخودتانتعمیر

.محافظ دست
کند(ومحافظدستیجانبیاز نیزعملمی زنجیر کههمزمانبهعنوانترمز محافظدستجلو)
بهدلیلاعمالفشارکاری ارهدرصورتپارهشدنزنجیر تماسبازنجیر آسیبهایانگشتناشیاز

کند. بیشازحدبهارهزنجیری،محافظتمی

نحوه کار با اره برقی

.آماده  سازی
را استفاده،نکاتزیر بار هر کنید،قبلاز  کار  ایمنباابزار اینکهمیتوانیدبطور برایاطمیناناز

کنید: بررسی
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دفترچه راهنما

کنید 1چراغچشمکمیزند:باتریخالیاست،باتریرادوبارهشارژ گر ا
کنید، کماست.باتریراازدستگاهخارج تمامچراغهاچشمکمیزنند:دمایباتریخیلی گر ا
اینوضعیتدوبارهتکرارشود،بهاینمعنی گر دمایاتاقنگهدارید.ا در آنرابهمدتیکروز
باتری از خارجکنید.هرگز ابزار کاملاًتخلیهشدهومعیوباست.باتریرااز استکهباتریقابلشارژ

نکنید. Dمعیوباستفادهیاآنراشارژ

C

عملکرد ابزار

.کلید روشن / خاموش
قراردهید -باتریرارویابزار

ازقسمتدستهبادودستبهخوبینگهدارید. -ارهزنجیریرامطابقشکلزیر
 

دهیدوآنرانگهدارید. -سوئیچقفلایمنیرافشار
کنید.برای کنید.سپسمیتوانیدقفلایمنیراآزاد کلیدروشن/خاموش،روشن -ارهبرقیرابا
رادرمدت کار یکپارچهارهزنجیریدرحال کنید.ترمز کلیدروشن/خاموشرارها کردن خاموش

کند. کوتاهیمتوقفمی  زمانبسیار

هشدار!
گر کنید.ا نصبشدهباشد،برایحملارههمیشهآنازدستهجلوییحمل باتریرویابزار گر ا
کهبهطور وجوددارد دارند(،اینخطر آنقرار کهسوئیچهادر کنید) آنرابادستهعقبحمل
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کیت اره زنجیری شارژی براشلس 40 ولت 30 سانتی متری

انجامشود. کار دهیدتااین کنید؛دکمهقفلرابهسمتپایینفشار خارج ابزار 1-پکباتریرااز

2
0

0
0

m
A

h

زبانهقفلفشاری

پکباتری

باتری  کمشخصاتشارژر پلا باولتاژمشخصشدهدر منبعبرقشما کهولتاژ کنید 2-بررسی  
یکسانباشد.

روشنخواهدشد. شارژر کنید.چراغسبز برقوارد پریز رادر دوشاخهشارژر

2000m
Ah

شارژر

پکباتری

کنید: رابررسی نشد،مواردزیر پکباتریشارژ گر دهید.ا باتریفشار  3-پکباتریرارویشارژر
برقشهر -وضعیتولتاژ

پکباتریهمچنانشارژ گر باپایههایپکباتریوجودداردا پایههایشارژر -آیاتماسخوبیدر
کنید. وپکباتریرابهمرکزخدماتمشتریانماارسال نمیشود،شارژر

.نشانگر ظرفیت باتری
دهید.نشانگر برایتشخیصمیزانظرفیتباتری،دکمهCنشاندادهشده)درشکلبالا(رافشار

ظرفیتباتریD)ظرفیتباتریراباسهچراغنشانمیدهد(میباشد.
کاملشدهاست  3چراغروشنشوند:باتریشارژ گر ا

است کار 2یا1چراغروشنشوند:باتریدارایظرفیتباتریمناسببرای گر ا
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دفترچه راهنما

کنید. آسیبمحافظت برابر کنیدتاازخوددر رویارهبرقیازدستکشهایمحافظاستفاده بر
اره آناستفادهنکنید.استفادهاز از ارهروغنکارینشدهاستهرگز باروغنزنجیر زنجیر گر توجه!ا
ارهیابارسیدنسطحروغنزیرعلامت"min"،باعثآسیببهابزار برقیبدونروغنکاریزنجیر

خواهدشد.
دربمخزنروغن

نشانگرسطحروغن

 توجه! 
دماهای گرانرویکاملاًمتفاوتدر توجهکنید:روانکنندههایمختلفبا کار بهدمایابزارحین
داریدتا کمنیاز گرانروی بهروغنهاییبا دماهایپایینتر است.در مختلفمحیطموردنیاز
کم گرانروی تابستانازهمانروغنبا در گر کافیبرسد.بااینحال،ا بهیکمیزانروانکنندگی
نتیجهلایهروانکننده استفادهشود،تنهابهدلیلدمایمحیط،میزانروغنکاریکمترمیشودودر
این، وآسیبدیدنآنشود.علاوهبر ممکناستخرابشودوباعثداغشدنبیشازحدزنجیر

روغنزنجیرهمیسوزدوآلایندههایغیرضروریتولیدمیکند.

.پرکردن مخزن روغن ابزار
آناستفادهنکنید نگهداریدواز کهاحتمالایجادجرقهوجوددارد،دور رادرجاهایی -ابزار

دهید -ارهزنجیریراروییکسطحصافومسطحقرار
کنید  هرگونهآلودگیتمیز -ابتدااطرافوسپسدربمخزنروغنرااز

اینفرآیند،مطمئنشویدکههیچآلودگی،گردوغباریوارد کنید.در ارهپر -مخزنراباروغنزنجیر
مخزننشود،زیراممکناستباعثمسدودشدننازلروغنشود

کنید -دربمخزنروغنرابهخوبیسفت
نحوه شارژ کردن پک باتری ابزار

هشدار!
هنگامیکه محافظبهطورخودکار (محافظتمیشود.یکمدار تخلیهکامل)دشارژ پکباتریاز

کند. باتریخالیاست،آنراخاموشمی
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کیت اره زنجیری شارژی براشلس 40 ولت 30 سانتی متری

پیچتنظیمکشش

راافزایشمیدهدوچرخاندنآندرخلاف کشش چرخاندنپیچدرجهتعقربههایساعت
راکاهشمیدهد. جهتعقربههایساعتکششزنجیر

نشاندهندهی کرد، بلند  زنجیر راهنمای وسط در  متر میلی راحدود4-3 اره  زنجیر بتوان  گر ا
میباشد. کششصحیحزنجبر

3-
4m

m

-پیچتنظیمکششرابهخوبیسفتکنید

 خطر! 
گیرند.  قرار راهنمایزنجیر شیار بایدبهدرستیدر تمامحلقههایزنجیر

نکاتی در مورد تنظیم کشش زنجیر
برایتضمینعملکردصحیحوایمنارهبرقیشارژی،تنظیمکششمناسبزنجیرارهبسیارمهماست.

که گفت کرد،میتوان بلند وسطراهنمایزنجیر در ارهرابتوانحدود4-3میلیمتر زنجیر گر ا
ارهدرحینبرشگرممیشودودر آنجاییکهزنجیر بسیارخوبتنظیمشدهاست.از کششزنجیر
کنیدودوبارهآنرادر رابررسی 10دقیقهیکبارکششزنجیر کند،لطفاًهر می نتیجهطولآنتغییر
کوتاه باسردشدن کنید،زیرازنجیر رادوبارهشل ،زنجیر کار پایان کنید.پساز صورتلزومتنظیم

آسیبدیدنزنجیرجلوگیریمیکند. میشود.اینعملاز

روغنکاری زنجیر اره

 هشدار!
کار کنید.همیشههنگام ابزارجدا یاتنظیم،باتریرااز انجامهرگونهبررسی،تعمیر همیشهقبلاز
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دفترچه راهنما

B B راهنمایزنجیر

زنجیر

 

کردهوباپیچمحکمکنید راوصل -روکشچرخزنجیر

.بسیارمهم!
کاملاسفتنکنید. راتنظیمنکردهاید،پیچتنظیمکششرا  تازمانیکهکششزنجیر

پیچتنظیمکشش

تنظیم میزان کشش زنجیر اره

 هشدار!
بر کار کنید.همیشههنگام خارج ابزار ،پکباتریرااز انجامهرگونهبررسییاتعمیر همیشهقبلاز
بریدنزنجیر آسیبناشیاز برابر رویارهبرقیازدستکشهایمحافظاستفادهکنیدتاازخوددر

کنید. محافظت
کنید  باز راچنددور -پیچتنظیمکششرویروکشچرخزنجیر

کنید. راباپیچتنظیمکششتنظیم -کششزنجیر
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پیچتنظیمکشش

کنید.  راباز کاورچرخزنجیر -

کاورچرخزنجیر 

دهید. قرار )قسمتA(راهنمایزنجیر شیار رامطابقشکلدر -زنجیر
 

راهنمایزنجیرکاورچرخزنجیر

زنجیر

A

دهید.درحینانجام رامطابقشکلدرمحلنصبارهبرقیشارژیقرار وزنجیر -راهنمایزنجیر
)B(بهآرامیحرکتدهیدتابهخوبیجابیفتد. اطرافچرخزنجیر رادر ،زنجیر کار این
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ابزار با برقی ابزار آنهابرایمقایسهیک  از گیریشدهاستومیتوان معیارهایاستاندارداندازه
میتوانند اعلامشدهنیز نویز انتشار ارتعاشاعلامشدهومقادیر استفادهکرد.سطوحانتشار دیگر

گیرند.  معرضاستفادهقرار گرفتندر  برایارزیابیاولیهقرار

 هشدار!
هنگاماستفادهواقعیمتفاوت نویزممکناستازسطحمشخصشدهدر سطوحارتعاشوانتشار
کهبرایآناستفادهمیشود. کاری برقی،بهویژهنوعقطعه ابزار باشد،بستهبهنحوهاستفادهاز

وارتعاشاترابهحداقلبرسانید. نویز انتشار
-فقطازابزارومتعلقاتیاستفادهکنیدکهدرشرایطکارسالمهستندونیازاپراتوررابهخوبیرفعمیکنند.

کنید  مرتبسرویسوتمیز رابهطور -ابزار
کنید کارخودرامتناسببادستگاهتنظیم -سبک

کنید  ،پرهیز کار بهابزارحین اعمالاضافهبار -از
کنید بهخوبیسرویس ومتعلقاتآنرادرصورتنیاز -ابزار

دهید موقعیتخاموشقرار استفادهنمیکنید،سوئیچآنرادر ابزار کهاز مواقعی -در
کنید عینکهایمحافظچشممخصوصاستفاده از ابزار هنگاماستفادهاز -همیشهدر

قبل از شروع به کار ابزار

 هشدار!
کنید. ،پکباتریآنراجدا رویابزار وتعمیر درصورتاعمالهرگونهتغییر

 خطر! 
تنظیمنشدهاست،باتریرادرجای نشدهوکششزنجیر کاملمونتاژ  کهارهبرقیبهطور تازمانی
رویارهبرقیازدستکشهایمحافظاستفادهکنیدتاازخود ندهید.همیشههنگامکار خودقرار

کنید. بریدهشدناعضایبدنمحافظت برابر در

.تنظیم ریل برش و زنجیر اره
-بادقتتمامیاجزارابازکنیدونحوهقرارگیریصحیحآنهارابهدقتبررسیکنید

رادرجهتنشاندادهشدهبچرخانید کاورچرخزنجیر -پیچتنظیمکشش
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!  خطر
دارای دهید.اینابزار افرادمتفرقهقرار ازدسترسکودکانوسایر اجزایآنرادور برشیوسایر ابزار

کاست. وقابلیتبلعیدهشدنداردوبرایکودکانخطرنا اجزایریز

روش استفاده صحیح از ابزار

 خطر!
گرفته نظر درختاندر ارهزنجیریاستکهبهطورخاصبرایمراقبتاز اینارهبرقینوعخاصیاز

شدهاست.
هنگاماستفاده،دستهعقببایددردستراستودستهجلودردستچپنگهداشتهشود. در
بالایی بریدنشاخههای و ها برداشتنشاخه برای دیده آموزش کاملاً کاربران توسط باید فقط

درختاناستفادهشود.
ارهبرقیاستفادهمیکنندبایدالزاماتایمنیمندرجدردستورالعملهایکاربریرابه افرادیکهاز

کنند. تجهیزاتحفاظتفردیمناسباستفاده کردهباشندوبایداز دقتخواندهودرک
تمام بایددر کاملآموزشدیدهاند.کاربر ارهبرقیفقطبایدتوسطافرادیاستفادهشودکهبهطور
انواعدیگرکاربردهادر باارهبرقیآموزشدیدهباشد.اینارهبرقیبرایاستفادهدر کار مهارتهای

گرفتهنشدهاست.  نظر
اینابزار تجهیزاتبایدفقطبرایهدفتعیینشدهاستفادهشوند.مسئولیتاستفادهنامناسباز

بهعهدهیاپراتورخواهدبود.

 خطر!
 1-EN62841درحینعملکردمطابقبااستانداردهای اندازهگیریمیزانتولیدصداوارتعاشابزار

و EN ISO 11681-2اندازهگیریشدهاست.
 73.33:)LpA(میزانفشارصوتیبرحسبدسیبل

میزانتوانصوتی93.33دسیبل میزانعدمقطعیتبرحسبدسیبل)KpA(:3،در
توانصوتی94دسیبل 0.77دسیبلدر

کنید. استفاده باابزار کار محافظگوشحین از
ازسهجهت( ارتعاش)مجموعبرداری کل  میتواندبهشنواییآسیببرساند.مقادیر نویز تاثیر

مطابقبا EN 62841-1وEN ISO 11681-2تعیینشد.
برمجذورثانیه،دردستهجلویی4.215متر 26متر تحتبار میزانپخششدنلرزشدردستهابزار
گرفتنمیزان  نظر بادر ثانیه  برمجذور  لرزشدردستهجانبی4.327متر  برمجذورثانیه،مقدار

برمجذورثانیهاست. عدمقطعیت1.5متر
از ای مجموعه با مطابق شده اعلام  نویز  انتشار  مقادیر و شده اعلام ارتعاش  انتشار سطوح
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متفرقهاحتمالآسیبدیدگیوآتشسوزیراایجادمیکند.
کلید، کاغذ،سکه، گیره اشیایفلزیمانند سایر باتریاستفادهنمیکنید،آنرااز کهاز -هنگامی
کنند،دور راایجادمی کهاحتمالاتصالپایههایشارژر کوچک اشیایفلزی میخ،پیچیاسایر

بروزسوختگیوآتشسوزیراایجادمیکند. کوتاهبینپایههایباتریخطر نگهدارید.اتصال
تماسآنبا آنخارجشود.از -درصورتصدمهبهباتری،ممکناستمایعالکترولیتباتریاز
پوستوچشمخودجداخودداریکنید.درصورتتماس،فورامحلتماسراباآبتمیزشستهو
باتریموجبتحریکوسوختگیپوستشود. بهپزشکمراجعهکنید.ممکناستمایعخروجیاز

یافتهانداستفادهنکنید.باتریهایآسیبدیده کهآسیبدیدهیاتغییر پکباترییاابزاری -از
یاخطر بهآتشسوزی،انفجار کهمنجر غیرقابلپیشبینیازخودنشاندهند ممکناسترفتار

آسیبمیشود.
معرضآتشیا گرفتندر  ندهید.قرار معرضآتشیادمایبیشازحدقرار رادر -پکباترییاابزار

دمایبالای130درجهسانتیگرادممکناستباعثانفجارشود.
راخارجازمحدودهدمایی کنیدوپکباترییاابزار رادنبال -تمامدستورالعملهاینحوهشارژ
دمایخارجازمحدودهمشخص نادرستیادر نکنید.شارژ مشخصشدهدردستورالعملهاشارژ

آتشسوزیراافزایشدهد. شدهممکناستبهباتریآسیببرساندوخطر

ایمنی عملکرد
تا کند کمکمی بهشما کم برگشتی ویژگیضربه با زنجیری اره ایمنیمخصوص گیهای ویژ -
را آن راحتی به تا وجذبشود داده کاهش را زدن پس یکضربه توسط ایجادشده نیروی

کنید. کنترل
درصورتلیزخوردنازدستگیرهجلویی زنجیری(ازدستچپاپراتور -محافظدستجلو)ترمز
کهباتوقف یکعملکردایمنیاست زنجیر کند.عملکردترمز کردنارهمحافظتمی  کار درحین
کسریازثانیهصدماتناشیازضربهزدنراکاهشمیدهد.اینقابلیت ارهدرحالاجرادر زنجیر

زنجیری(فعالمیشود. توسطمحافظدستیجلو)ترمز
ارهرامتوقفمیکند. موقعیتخاموش،موتور کلیدروشن/خاموشبهمحضقرارگرفتندر -

رافقطدر /خاموش کلیدروشن میشود. گهانیموتور نا  بهکار ازشروع ایمنیقفلمانع کلید -
دادهشدهباشد. وضعیتخاموشفشار در کهقفلایمنینیز داد صورتیمیتوانفشار

،خطر کارکردموتور ارهدرحین درصورتپارهشدنیالیزخوردنزنجیر گیرهتنظیمسفتیزنجیر -
کهدرحالپیچیده گرفتنزنجیریطراحیشدهاست برای گیرهزنجیر کاهشمیدهد. آسیبرا

شدنرویریلاست.

 توجه:
کنید. وبخشهایآنرابهدقتبررسی ابزار
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اتصالصحیحومناسبآنبهدستگاهاطمینانحاصل غبارجمعکن،از -درصورتاستفادهاز
اینلوازمجانبی،مضراتمربوطبهغباراتراکاهشمیدهد. کنید.استفادهاز

گرفتن نادیده و رعایت مانع ، مکرر استفاده  اثر  در  ابزار عملکرد با آشنایی که باشید مراقب -
و  ابزار به جدی آسیب باعث میتواند کوچک بیدقتی یک نشود. ایمنی دستورالعملهای

بهخصوصاپراتورشود.

.استفاده و مراقبت از ابزاربرقی)شارژی(
برقی)شارژی(مناسب کنید.انتخابدرستابزار اضافهبهدستگاهجداخودداری اعمالبار -از
برایشماخواهدشد.بنابراینهمیشهبرای کار کاهشهزینه،زمانوحسنانجام کارتان،موجب

کنید. استفاده کار برقیمخصوصبهآن ابزار انجامعملکردموردنظرتاناز
آنبهنزدیکترین آناستفادهنکنیدوبرایتعمیر از کلیددستگاه،هرگز -درصورتمعیوببودن
کنترل کلیدقابل کهبا فروشرونیکسسرویسمراجعهنمائید.هردستگاهی مرکزخدماتپساز

نباشد،خطرآفریناستوبایدتعمیرشود.
استفاده ازدستگاه که زمانی لوازمجانبیدستگاه،همچنین تعویض یا تنظیم هرگونه  از قبل -

گهانیدستگاهجلوگیریمیکند. نا کار ازشروعبه کار کنید.این راجدا نمیکنید،باتریابزار
ابزارآلات نگهدارید.  دور متخصص غیر افراد و کودکان دسترس از را برقی)شارژی( ابزارآلات -

برقی)شارژی(دردسترسافرادآموزشندیده،خطرآفرینهستند.
ویا گیرکردنقطعاتدوار کنید.هرگونهتنظیمات، ابزارآلاتبرقی)شارژی(بهخوبینگهداری -از
بگذارد،بررسینمودهوآنمورد رویعملکرددستگاهتاثیر هروضعیتدیگریراکهممکناستبر
نگهداری عدم دلیل به بیشترحوادث کنید. برطرف استفاده  از قبل آسیبدیدگی درصورت را

صحیحابزارآلاتبرقی)شارژی(رخمیدهد.
موجب برقی)شارژی( ابزارآلات  از نگهداریمناسب نگهدارید.  تمیز و  تیز را برشکاری ابزارآلات -

کرد. گیرخواهند  کار قطعه در کنترلآسانتردستگاهشدهوکمتر
ایندستگاهتنها کنید.همچنیناز ولوازمجانبیمناسبایندستگاهاستفاده ابزار -همیشهاز

کهبرایآنتهیهوطراحیشدهاست. کنید کارهاییاستفاده برای
و  تمیز استفادهمیشود،خشک، بادست نگهداری برای که را  ابزار  از وبخشهایی -دستگیره
هرگونهروغنوگریسحفظکنید.دستگیرههایلغزندهوسطوحچسبندهاجازهنمیدهد عاریاز

کنترلداشتهباشند. منتظرهعملکردایمنوقابل موقعیتهایغیر در تاابزار

.استفاده و مراقبت از باتری 
احتمال مجاز شارژرهایغیر باتریاستفادهنمایید.استفادهاز شارژرهایرونیکسیبرایشارژ -از

وآتشسوزیرابالامیبرد. انفجار
باتریهای  از کنید.استفاده کدمحصولموردنظرخوداستفاده باتریهایرونیکسیبرای  از -
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کهمنبعتغذیهآنهاباتریمیباشد. است

.ایمنی محیط کار
وروشننگهدارید.محیطهایدرهمریختهوتاریکحادثهآفرینخواهندبود. راتمیز کار -محل

ایجاد جرقه برقی ابزارآلات نکنید. استفاده اشتعالزا مواد مجاورت  در برقی ابزارآلات  از  هرگز -
میکنندکهممکناستموجبآتشسوزیشود.

زیرا نگهدارید؛  دور متخصص غیر افراد و کودکان دسترس از استفاده هنگام را برقی ابزارآلات -
کنترلدستگاهشود. و ممکناستموجبازدستدادنتمرکز

.ایمنی برقی
وآسیببه ابزار احتمالانفجار کار کنید.بااین استفاده باتریمخصوصومناسباینابزار -از

بهشدتکاهشمییابد. کاربر
یا و خانه گرم ، رادیاتور به مربوط برق کابل لوله،  عبور محل به دستگاه از استفاده هنگام  در -

کنید. یخچالو...توجه
ندهید.ورودآببهابزارآلاتبرقیممکن معرضبارانویارطوبتقرار -ابزارآلاتبرقی)شارژی(رادر

استموجببرقگرفتگیشود.

.ایمنی فردی
کاملبهسر کهدرسلامتی داریدودرمجموع،زمانی داروقرار کهخستهایدیاتحتتاثیر -زمانی
کهلحظهایدرنگوبیدقتیمنجر ابزارآلاتبرقی)شارژی(استفادهنکنید؛چرا از نمیبرید،هرگز

بهصدماتجبرانناپذیریخواهدشد.
لوازمایمنیمانندعینکایمنی،ماسکهوا،کفش،کلاهایمنیومحافظگوشاستفاده -همیشهاز

کنیدتاصدماتفردیکاهشیابد.
کلیددر قرارداشتن اتصالآنبهباتریاز گهانیدستگاه،قبلاز نا کار -برایاجتنابازشروعبه
کهآنراجابهجامیکنید،انگشتتانرابر کنید.همچنینزمانی وضعیتخاموشاطمینانحاصل

ندهید. کلیدقرار روی
اطمینان بهقطعاتدوار تنظیممانندآچار عدماتصالهرگونهابزار روشنکردندستگاهاز -قبلاز

بهصدماتجبرانناپذیریمیشود. کهمنجر کنید؛چرا حاصل
دستگاه کنترل شدن خارج از ، کار حین در بدن تعادل حفظ و پاها قرارگیری حالتصحیح -

جلوگیریمیکند.
گشاد، و غیراستاندارد های لباس کنید. استفاده مناسب  کار لباس  از  کار حین در همیشه -
جواهراتوموهایبلندامکاندرگیرشدنآنهاراباقسمتهایمتحرکابزارآلاتبرقیافزایشداده

وممکناستخطرآفرینشود.
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1-دستوراتایمنیرابهدقتبخوانید.
عینکایمنیبرای کهباارهوابزارهایبرشیانجاممیشود،همیشهبایداز کارهایی تمام 2-در
گوشبرایمحافظت محافظ تراشهها،موادواشیاءپرندهواز برابر محافظتازچشمانخوددر
افتادن کنید،زیراخطر کلاهایمنیاستفاده  کنید.همیشهاز استفاده کار ازشنواییخوددرحین

رویشماوجوددارد. بالایسر اجساماز
لباسهایتنگولباسهایمحافظ بریدگیدستها،بازوهاوپاهااز بایدبرایجلوگیریاز 3-کاربر

استفادهکند.
ندهید. معرضبارانورطوبتقرار رادر 4-ابزار

5-بیشترینطولبرشیاسرعتزنجیر
کنید. ارهراغیرفعال ،ترمز روشنکردنابزار 6-قبلاز

کنید. رادرمحیطخشکبادمایبین10الی20درجهسانتیگرادحفظونگهداری 7-باتریابزار
کنید.  ،حداقلآنرابهمیزان40درصدشارژ براینگهداریطولانیمدتباتریابزار

کنید. آنجدا بایدباتریهارااز انداختنابزار دور 8-قبلاز
زبالههایخانگیممنوعاست. باتریدر انداختنباتریها:استفادهاز -نحوهدور

باارهزنجیریشارژی،آنرابادودستمحکمنگهدارید. کار هنگام 9-همیشهدر
وجوددارد. کاربر باایجادآسیببرای 10-امکانایجادضربهبرگشتیابزار

ویژهآموزش کهبهطور درختتوسطافرادی ارهبرقیفقطبرایمراقبتاز 11-ایننوعخاصاز
است. دیدهاندمجاز

12-هشدار!خطر!

مراقبت از محیط
محیطزیست با  سازگار بازیافت برای باید شما بندی بسته و جانبی لوازم محصول،

دستهبندیشوند.

هشدارهای ایمنی مربوط به ابزار برقی

 هشدار!
برقیرابخوانید. ومشخصاتارائهشدهبااینابزار تمامهشدارهایایمنی،دستورالعملها،تصاویر
بهبرقگرفتگی،آتشسوزی زیرممکناستمنجر عدمرعایتتمامدستورالعملهایذکرشدهدر

وبهخصوصاپراتورشود. ویاآسیبجدیبهابزار
تمامیدستورالعملهاوهشدارهارابرایاستفادههایبعدیدرجایمناسبحفظونگهداری

کنید.
کهمنبعتغذیهآنهابرقشهریواطلاق"ابزارشارژی"بهابزاری اطلاق"ابزاربرقی"بهابزاریاست
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دفترچه راهنما

اجزاء و قطعات
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باتری

زبانهقفلفشاری

دستهعقب

دستهجلو نشانگرسطحروغن

دکمهروشن/خاموش

کاورمحافظدستجلو

راهنمایزنجیر

زنجیر

!  خطر
کردتاازصدماتوآسیبجلوگیریشود. تجهیزات،بایدنکاتایمنیرارعایت هنگاماستفادهاز

کاملبخوانید. لطفاًدستورالعملهایعملیاتیومقرراتایمنیرابادقت
گر کنیدتااطلاعاتآنهمیشهدردسترسباشد.ا مکانیامننگهداری ایندفترچهراهنمارادر
نیز را ایمنی مقررات و ایندستورالعملهایعملیاتی بهشخصدیگریمیدهید، را تجهیزات

تحویلدهید.
عدمرعایتایندستورالعملها قبالآسیبیاحوادثناشیاز مانمیتوانیمهیچگونهمسئولیتیدر

ودستورالعملهایایمنیبپذیریم.
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کیت اره زنجیری شارژی براشلس 40 ولت 30 سانتی متری

مشخصات فنی

8923-40V مدل

لیتیومیون نوعباتری

40ولت باتری ولتاژ

2000میلیآمپرساعت ظرفیتباتری

265میلیمتر برش قطر کثر حدا

12اینچ زنجیر سایز

300میلیمتر طولساطور

265میلیمتر گرد برشسطح سایز کثر حدا

235×235میلیمتر برشسطحمستطیل سایز کثر حدا

دقیقه بر 6200دور سرعتبیباری

ثانیه بر 8متر سرعتبرشی

70میلیلیتر ظرفیتمخزنروغن

1ساعت کارکرد مدتزمان

%0.05 کاملباتری  تعدادبرشبایکشارژ

1ساعت مدتزمانشارژ

95دسیبل سطحنویز

کیلوگرم)بایکعددباتری( 2.88 وزن

2عددباتری
1عددشارژر

1عددزنجیر12اینچ
کاورساطور 1عدد

1عددساطور

متعلقات

1





کیت اره زنجیری شارژی براشلس 40 ولت 30 سانتی متری
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