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TECHNICAL SPECIFICATION

Model 8937-40V

Battery Type lithium-ion

Battery Voltage 40V

Driving Shank 1" Square

No-Load Speed

0- 900  RPM
0-1100 RPM
0-1400 RPM
0-1700 RPM

Impact Rate

0-1350 BPM
0-1700 BPM
0-2100 BPM
0-2500 BPM

Max Torque 2000N·m

Standard Bolt M16-M36

High Tensile Bolt M12-M30

Body Material Nylon(PA6+GF30)

Weight 5.74Kg(With 1pc Battery)

Packaging BMC

Accessories
2pcs Battery Packs
1pc Charger
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PARTS LIST

L I T H I U M - I O N

Handle

Square Driver

LED

Release Battery Button

LED Battery Indicator

Adjusting Direction Knob

Battery Cartridge

Switch Trigger

 WARNING:
Read all safety warnings and all instructions. Failure to follow the 
warnings and instructions may result in electric shock and/or injury. 
Save all warnings and instructions for future reference.
The term "power tool" in the warnings refers to your mains-operated 
(corded) power tool or battery-operated (cordless) power tool.

.WORK AREA SAFETY
- Keep work area clean and well lit. Cluttered or dark areas invite 
accidents.
- Do not operate power tools in explosive atmospheres, such as in the 
presence of flammable liquids, gases or dust. Power tools create sparks 
which may ignite the dust or fumes.
- Keep children and bystanders away while operating a power tool. 
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Distractions can cause you to lose control.

.ELECTRICAL SAFETY
- Avoid body contact with earthed or grounded surfaces such as pipes, 
radiators, ranges and refrigerators. There is an increased risk of electric 
shock if your body is earthed or grounded.
- Do not expose power tools to rain or wet conditions. Water entering a 
power tool will increase the risk of electric shock.
- If operating a Power tool in a damp location is unavoidable, use a 
ground fault circuit. Interrupter (GFCI) protected supply. Use of a GFCI 
reduces the risk of electric shock.

.PERSONAL SAFETY
- Stay alert, watch what you are doing and use common sense when 
operating a power tool. Do not use a power tool while you are tired 
or under the influence of drugs, alcohol or medication. A moment of 
inattention while operating power tools may result in serious personal 
injury.
- Use personal protective equipment. Always wear eye protection. 
Protective equipment such as dust mask, non-skid safety shoes, hard 
hat, or hearing protection used for appropriate conditions will reduce 
personal injuries.
- Prevent unintentional starting. Ensure the switch is in the off position 
before connecting to power source and/or battery pack, picking up or 
carrying the tool. Carrying power tools with your finger on the switch or 
energizing power tools that have the switch on invites accidents.
- Dress properly. Do not wear loose clothing or jewelry. Keep your hair, 
clothing, and gloves away from moving parts. Loose clothes, jewelry or 
long hair can be caught in moving parts.
- Remove any adjusting key or wrench before turning the power tool on. 
A wrench or a key left attached to a rotating part of the power tool may 
result in personal injury.
- If devices are provided for the connection of dust extraction and 
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collection facilities, ensure these are connected and properly used. Use 
of dust collection can reduce dust-related hazards.
- Do not let familiarity gained from frequent use of tools allow you to 
become complacent and ignore tool safety principles. A careless action 
can cause severe injury within a fraction of a second.

.POWER TOOL USE AND CARE
- Do not force the power tool. Use the correct power tool for your 
application. The correct power tool will do the job better and safer at the 
rate for which it was designed.
- Do not use the power tool if the switch does not turn it on and off. Any 
power tool that cannot be controlled with the switch is dangerous and 
must be repaired.
- Disconnect the plug from the power source and/or the battery pack from 
the power tool before making any adjustments, changing accessories, 
or storing power tools. Such preventive safety measures reduce the risk 
of starting the power tool accidentally.
- Store idle power tools out of the reach of children and do not allow 
persons unfamiliar with the power tool or these instructions to operate 
the power tool. Power tools are dangerous in the hands of untrained users.
- Maintain power tools and accessories. Check for misalignment or 
binding of moving parts, breakage of parts and any other condition that 
may affect the power tool’s operation. If damaged, have the power tool 
repaired before use. Many accidents are caused by poorly maintained 
power tools.
- Keep cutting tools sharp and clean. Properly maintained cutting tools 
with sharp cutting edges are less likely to bind and are easier to control.
- Keep handles and grasping surfaces dry, clean and free from oil and 
grease. Slippery handles and grasping surfaces do not allow for safe 
handling and control of the tool in unexpected situations.

.BATTERY TOOL USE AND CARE
Ensure the switch is in the off position before inserting the battery pack. 



USER MANUAL 5

Insert the battery pack into power tools that have the switch on invites 
accidents.
Recharge only with the charger specified by the manufacturer. A charger 
that is suitable for one type of battery pack may create a risk of fire when 
used with another battery pack.
Use power tools only with specifically designated battery packs. Use of 
any other battery packs may create a risk of injury and fire.
When battery pack is not in use, keep it away from other metal objects, 
like paper clips, coins, keys, nails, screws or other small metal objects 
that can make a connection from one terminal to another. Shorting the 
battery terminals together may cause burns or a fire.
Under abusive conditions, liquid may be ejected from the battery; avoid 
contact. If contact accidentally occurs, flush with water. If liquid contacts 
eyes, additionally seek medical help. Liquid ejected from the battery 
may cause irritation or burns.
Do not expose a battery pack or tool to fire or excessive temperature. 
Expose to fire or temperature above 265 °F (130 °C ) may cause 
explosion.
Follow all instructions and do not charge the battery pack or tool outside 
the temperature range specified in the instructions. Charging improperly 
or at temperatures outside the specified range may damage the battery 
and increase the risk of fire.

.SERVICE
Have your power tool service by qualified repair person using only 
identical replacement parts. This will ensure that the safety of the power 
tool is maintained.
Never service damaged battery packs. Service of battery packs 
should only be performed by the manufacturer or authorized service 
providers.
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SPECIFIC SAFETY RULES FOR IMPACT WRENCHES

Hold power tool by insulated gripping surfaces, when performing an 
operation where the fastener may contact hidden wiring. Fasteners 
contacting a “live” wire may make exposed metal parts of the power tool 
“live” and could give the operator an electric shock.
Wear ear protectors when impact drilling. Exposure to noise can cause 
hearing loss.
Use only sockets and other accessories specifically designed for use 
on impact wrenches and drivers. Other sockets and accessories might 
shatter or break causing injury.
Maintain labels and nameplates. These carry important information. If 
unreadable or missing, contact a MANUFACTURER service facility for 
a free replacement.

 WARNING:
Some dust created by power sanding, sawing, grinding, drilling, and 
other construction activities contains chemicals known to cause cancer, 
birth defects or other reproductive harm. Some examples of these 
chemicals are:
- lead from lead-based paint
- crystalline silica from bricks and cement and other masonry products, 
and
- arsenic and chromium from chemically-treated lumber.
Your risk from these exposures varies, depending on how often you do 
this type of work. To reduce your exposure to these chemicals: work in 
a well-ventilated area, and work with approved safety equipment, such 
as those dust masks that are specially designed to filter out microscopic 
particles.



USER MANUAL 7

ASSEMBLY

 WARNING!
Recharge only with the charger specified for the battery. For specific 
charging instructions, read the operator’s manual supplied with your 
charger and battery. 

.REMOVING/INSERTING THE BATTERY
To remove the battery, push in the release buttons and pull the battery 
pack away from the tool.

 WARNING:
To insert the battery, slide the pack into the body of the tool. Make sure 
it latches securely into place.

OPERATION

 WARNING:
Always remove battery pack before changing or removing accessories. 
Only use accessories specifically recommended for this tool. Others 
may be hazardous. To reduce the risk of injury, wear safety goggles or 
glasses with side shields.

.USING THE CONTROL SWITCH
The control switch may be set to three positions: forward, reverse 
and lock. Due to a lockout mechanism, the control switch can only be 
adjusted when the ON/OFF switch is not pressed. Always allow the 
motor to come to a complete stop before using the control switch.
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Forward 
(Clockwise) 
Direction

Reverse 
(Counterclockwise) 
Dirction

Lock position

1- For forward (clockwise) rotation, push the control switch in the 
direction shown. Check the direction of rotation before use.
2- For reverse (counterclockwise) rotation, push the control switch in the 
direction shown. Check the direction of rotation before use.
3- To lock the trigger, push the control switch to the center position. The 
trigger will not work when the control switch is in the locked position. 
Always remove the battery pack before performing maintenance or 
changing accessories. Always lock the trigger or remove the battery 
pack before storing the tool and any time the tool is not in use.

.USING THE DRIVE CONTROL
The button  is used to adjust the torque, rotation speed (RPM), and 
impact speed (BPM) for the application. To select the drive control mode:
1- Push the control switch for forward(clockwise) rotation.
2- Pull and release the trigger to turn on the tool. The current mode 
indicator is lit.
3- Press  button to cycle through the 4 modes(speeds). When the 
desired mode indicator is lit, begin work.

1 2 3 4

Mode Indicator

Drive Control Button
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In  mode (red light is on), when run in reverse, the tool will spin at the 
above RPM and BPM until the nut breaks free from the joint. Then, the 
tool stop working. If you want to keep removing the nut from the bolt, 
press  button, the red light is off, the tool will continue spinning at the 
above RPM and BPM until you release the trigger.

MODE RPM BPM

1 0 - 900 0 - 1350

2 0 - 1100 0 – 1700

3 0 - 1400 0 - 2100

4 0 - 1700 0 - 2500

0 - 1700* 0 - 2500*

.STARTING, STOPPING AND CONTROLLING SPEED
These tools may be operated at any speed from 0 to full speed.
1- To start the tool, pull the trigger.

NOTE: 
An LED is turned on when the trigger is pulled.
2- To vary the driving speed, increase or decrease pressure on the 
trigger. The further the trigger is pulled, the greater the speed.
3- To stop the tool, release the trigger.

.IMPACTING TECHNIQUES
The longer a bolt, screw, or nut is impacted, the tighter it will become. 
To help prevent damaging the fasteners or workpieces, avoid excessive 
impacting.
Be particularly careful when impacting smaller fasteners because they 
require less impacting to reach optimum torque.
Practice with various fasteners, noting the length of time required to 
reach the desired torque. Check the tightness with a hand-torque 
wrench. If the fasteners are too tight, reduce the impacting time. If they 
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are not tight enough, increase the impacting time.
Oil, dirt, rust or other matter on the threads or under the head of the 
fastener affects the degree of tightness. The torque required to loosen 
a fastener average 75% to 80% of the tightening torque, depending on 
the condition of the contacting surfaces. On light gasket jobs, run each 
fastener down to a relatively light torque and use a hand torque wrench 
for final tightening.

MAINTENANCE

 WARNING:
To reduce the risk of injury, always unplug the charger and remove the 
battery pack from the charger or tool before performing any maintenance. 
Never disassemble the tool, battery pack or charger.

 WARNING:
 To reduce the risk of personal injury and damage, never immerse your 
tool, battery pack or charger in liquid or allow a liquid to flow inside them.

.CLEANING
Clean dust and debris from vents. Keep handles clean, dry and free of oil 
or grease. Use only mild soap and a damp cloth to clean, since certain 
cleaning agents and solvents are harmful to plastics and other insulated 
parts. Some of these include gasoline, turpentine, lacquer thinner, 
paint thinner, chlorinated cleaning solvents, ammonia and household 
detergents containing ammonia. Never use flammable or combustible 
solvents around tools.

CHARGING A BATTERY

 WARNING:
 Place the battery pack and charger on a flat non-flammable surface and 
away from flammable material when re-charging the battery pack.
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1- Insert the plug on the charging unit into a power socket and turn the 
power on if required.

2- The charging output interface insert battery of charging port.
Note: The battery will require 1 hours charging time after normal use. If 
the battery voltage < 14.5V it will enter into pre-charging mode, in which 
the internal current of the charger is reduced.

4000m
Ah

Red Light

Green Light

Charger Operating Mode Red Light Green Light

Standby Mode ON OFF

Charging Mode OFF Flashing 1Hz

Charging Ending Mode OFF ON

Preparatory Charging Mode OFF Flashing 1Hz

Battery Failure Flashing 2Hz OFF

Over Temperature Fault Flashing 1Hz OFF
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3- Note: Press the check button on the battery cartridge to Indi-cate 
the remaining batter y capacity. The indicator lamps light up for a few 
seconds.

4000mAh

Check Button

Indicator Lamps

Remaining Capacity

Indicator lamps

OFFLighted

66% to 100%

33% to 66%

0% to 33%
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4000mAh

چراغهایوضعیت

دکمهتعیینوضعیت

وضعیت
چراغهایتعیینوضعیت

خاموش روشن

66%الی100%

33%الی%66

0%الی%33

خدمات پس از فروش

 توجه!
احتیاجبهتعمیراتاضافهیادستکاری اجزایداخلیاینابزار توجهداشتهباشیدکههیچکداماز
غیر تعمیرات  کز مرا به ارائه یا هرگونهدستکاری  از بنابراین ندارند. عملکرد نمودن بهینه جهت
تماس هرگونهایراد،سریعابانزدیکترینمرکزسرویسمجاز اجتنابنماییدودرصورتبروز مجاز

حاصلنماییدتاازخدماتسریعودقیقرونیکس سرویساستفادهنمایید.
رونیکس سرویسباتلفن6497-021تماسحاصلنمائید. عاملیتهایمجاز برایاطلاعاز
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باتریبرایقراردادنباتریرویآناست. 2-رابطخروجیشارژر

توجه:
14.5ولت از کمتر باتری ولتاژ گر دارد.ا نیاز استفادهمعمولیبه1ساعتزمانشارژ باتریپساز
کاهش  آنجریانداخلیشارژر کهدر میشود آمادهبهکار یا واردحالتپیششارژ باشد،شارژر

مییابد.

4000m
Ah

چراغقرمزچراغسبز

چراغ سبزچراغ قرمزحالت عملکرد شارژر

خاموشروشنحالتآمادهبهکار

چشمکزندرهر1ثانیهخاموشحالتشارژ

روشنخاموشحالتپایانشارژ

چشمکزندرهر1ثانیهخاموشآمادهسازیحالتشارژ

خاموشچشمکزندرهر0.5ثانیهخرابیباتری

خاموشچشمکزندرهر1ثانیهخطایدمایبیشازحد

توجه:
دهیدتاظرفیتباتریباقیماندهرانشاندهد.لامپهای 3-دکمهچکرارویپکباتریفشار

برایچندثانیهروشنمیشوند. نشانگر

11
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حفظ و نگهداری ابزار

:  هشدار
گونهتعمیر  انجامهر برقبکشیدوپکباتریراقبلاز رااز آسیب،همیشهشارژر برایکاهشخطر

راازهمجدانکنید. کنید.هرگزاجزایابزار،پکباترییاشارژر خارج یاابزار شارژر ونگهداریاز

:  هشدار
،بستهباترییاشارژرخودرادر ابزار ،هرگز کاهشخطرصدماتوآسیبهایفردیاپراتور برای

کند. نکنیدیااجازهندهیدمایعیبهداخلآنهانفوذ مایعغوطهور

تمیزکاری ابزار  

گریس روغنیا کنید.دستگیرههاراتمیز،خشکوعاریاز  دریچههاتمیز وزبالههارااز گردوغبار
مواد کنید،زیرابرخیاز کردناستفاده  نگهدارید.فقطازصابونملایموپارچهمرطوببرایتمیز
اینها  از قطعاتعایقشدهمضرهستند.برخی کنندهوحلالهابرایپلاستیکهاوسایر  تمیز
کوموادشوینده ،آمونیا کلر کننده رنگ،حلالهایتمیز ک،تینر بنزین،رقیقکنندهلا عبارتنداز

استفادهنکنید. اطرافابزار ازحلالهایقابلاشتعالیااحتراقدر ک.هرگز خانگیحاویآمونیا

کردن باتری شارژ 

:  هشدار
مواد از قابلاشتعالوبهدور راروییکسطحصافغیر هنگامشارژمجدد،پکباتریوشارژر در

دهید. اشتعالزاقرار
کنید. برقوارد یکپریز رادر 1-دوشاخهشارژر

10
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نرخ ضربه زنی )ضربه بر دقیقه)سرعت )دور بر دقیقه)وضعیت

10-9000-1350

20-11000-1700

30-14000-2100

40-17000-2500

  0-1700*0-2500* 

دقیقه(وضعیت بر دقیقه(سرعت)دور نرخضربهزنی)ضربهبر

کنترل سرعت ابزار   .شروع، توقف و 
کند.  کار کزیممسرعت میتوانددرسرعتهایبین0تاما اینابزار

کلیدروشنخاموشرابفشارید. ، ابزار کار 1-برایشروعبه
روشنخواهدشد. ،یکچراغرویابزار توجه:باروشنشدنابزار

بیشتر کنید؛بطوریکهفشار کنترل کلیدروشن/خاموشرا دادن 2-برایتغییرسرعت،میزانفشار
ابزارخواهدشد. کلیدباعثسرعتبیشتر به

کنید. کلیدروشن/خاموشرارها ، کاملابزار 3-برایتوقف

گی ضربه زنی ابزار    .ویژ
میشود.برایکمکبهجلوگیریاز گیرد،سفتتر  تحتتاثیرضربهقرار هرچهپیچیامهرهبیشتر

کنید. ،ازضربهزدنبیشازحدخودداری کار آسیبرساندنبهپیچهایاقطعات
بهینهبهضربه گشتاور مراقبباشیدزیرابرایرسیدنبه کوچکتر هنگامضربهزدنبهپیچهای

دارند. کمترینیاز
موردنظر کنیدوبهمدتزمانلازمبرایرسیدنبهگشتاور کار باپیچهایمختلفبابکسشارژی
پیچهاخیلیسفتهستند، گر گشتاوردستیبررسیکنید.ا توجهکنید.میزانسفتیرابایکآچار

کافیسفتنیستند،زمانضربهراافزایشدهید. بهاندازه گر زمانضربهراکاهشدهید.ا
گذارد. می میزانسفتیتأثیر پیچبر سر موادرویرزوههایازیر کثیفی،زنگزدگییاسایر روغن،
کردنپیچ گشتاورسفت  متوسط75%تا80%از کردنیکپیچبهطور برایشل موردنیاز گشتاور
نسبتاً پیچراباگشتاور ،هر کارهایسبکواشر تماسباپیچبستگیدارد.در بهوضعیتسطوحدر

کنید. گشتاوردستیبرایسفتشدننهاییاستفاده آچار کنیدواز  کمباز

9
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کلید که دهید.هنگامی گردشرابهموقعیتمرکزیفشار کلیدتغییرجهت کردن، 3-برایقفل
انجامتعمیراتیا کرد.همیشهقبلاز کلیدروشن/خاموشعملنخواهد موقعیتقفلاست، در
نگهداریطولانیمدت کنید.همیشهقبلاز خارج رویابزار تعویضلوازمجانبیپکباتریرااز
وضعیتقفلقرار گردشرادر کلیدتغییرجهت درحالاستفادهنیست، کهابزار زمانی وهر ابزار

کنید. رویابزارجدا دهیدیاپکباتریرااز

کننده درایو ابزار کنترل  استفاده از 

زنی ضربه نرخ و دقیقه  بر  دور برحسب دورانی سرعت ، گشتاور میزان تنظیم برای دکمه 
میرود.برایانتخابمیزانسرعتونرخضربهزنیمتناسب کار دقیقهبه برحسبتعدادضربهبر

باهدفخود:
دهید. کلیدتغییرجهتگردشرابرایچرخشپادساعتگردفشار -1

روشنمیشود. روشنشود.نشانگروضعیتابزار کلیدروشن/خاموشرابفشاریدتاابزار -2
بهسرعت رسیدن درصورت بفشارید. 4حالت تا تغییروضعیتسرعت برای را دکمه  -3

موردنظرچراغآنروشنخواهدشد.

1 2 3 4

دکمهکنترلسرعت

نشانگروضعیت

میکندتاباسرعت کار درجهتپادساعتگرد روشناست(،وقتیابزار دروضعیت  )چراغقرمز
کار  ابزار سپس، شود. جدا اتصال محل از مهره که زمانی تا چرخد می بالا ضربه نرخ و دورانی
پیچادامهدهید،دکمه رابفشارید،چراغقرمز میخواهیدبهدرآوردنمهرهاز گر کند.ا نمی
باسرعتدورانیونرخضربهزنیبالابهچرخشخودادامهمیدهدتازمانی خاموشاست،ابزار

کنید. کلیدروشن/خاموشرارها که

8
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ایمنوصحیحدرجایخودمحکم بلغزانید.مطمئنشویدکهبهطور پکباتریراداخلبدنهابزار
میشود.

 :  هشدار
است ممکن متفرقه متعلقات کنید. استفاده  ابزار این برای شده توصیه متعلقات  از فقط

باشند. ک خطرنا

عملکرد ابزار

:  هشدار
کنید. خارج رویابزار ،از تعمیراتیمتعلقاتابزار کار تعویضیاهرگونه همیشهپکباتریراقبلاز
متعلقاتولوازمجانبیمتفرقه کنید.سایر استفاده متعلقاتتوصیهشدهبرایاینابزار فقطاز
عینکایمنییاعینک آسیب،از کاهشخطر کوحادثهآفرینباشند.برای ممکناستخطرنا

کنید. محافظجانبیاستفاده

کنترل وضعیت کلید  .عملکرد 
کنترلممکناستدرسهموقعیتتنظیمشود:جلو)ساعتگرد(،عقب)پادساعتگرد(وقفل کلید
داده  فشار ON/OFF کلید که است تنظیم قابل زمانی تنها کنترل کلید قفل، مکانیزم دلیل به

کاملامتوقفشود. کنترل کلید  استفادهاز قبلاز نشود.همیشهاجازهدهیدموتور

حالتساعتگردحالتپادساعتگرد

حالتقفل

گردشرادرجهتنشاندادهشدهفشار کلیدتغییرجهت 1-برایچرخشروبهجلو)ساعتگرد(،
کنید. استفادهجهتچرخشرابررسی دهید.قبلاز

رادرجهتنشاندادهشده گردش تغییرجهت کلید )پادساعتگرد(، برایچرخشمعکوس -2
کنید. استفادهجهتچرخشرابررسی دهید.قبلاز فشار
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میتواندباعثکاهشآستانهشنواییشود.
بکسشارژیوبرایدرایور لوازمجانبیکهبهطورخاصبرایاستفادهدر فقطازسوکتهاوسایر
کنید.سوکتهاولوازمجانبیمتفرقهممکناستبشکنندوباعث آنطراحیشدهانداستفاده

آسیببهاپراتورشوند.
برای گمشدن، یا ناخوانا درصورت نبرید. ازبین را ها آن و کنید راحفظ ها لیبل و ها برچسب

فروشتماسبگیرید. تعویضبامرکزخدماتپساز

 :  هشدار
فعالیتهای ایجادشدهتوسطعملیاتسنبادهزنی،ارهکردن،سنگزنی،حفاریوسایر گردوغبار
سایر یا مادرزادی نقایص سرطان، ایجاد برای شده شناخته شیمیایی مواد حاوی ساختمانی

آسیبهایتولیدمثلاست.
: اینموادشیمیاییعبارتنداز چندنمونهاز

پایهسرب رنگبر سرباز
الوارهایشیمیایی. وسیمانوسایرمحصولاتبناییوآرسنیکوکروماز آجر سیلیسکریستالیاز
راانجاممیدهید،میزانآسیبپذیریشمامتفاوتخواهد کار ایننوع بستهبهاینکهچندبار
کار مناسب تهویه با یکمحیط در موادشیمیایی: این معرض  در گرفتن  قرار کاهش برای بود.
کردنذرات  کهمخصوصفیلتر  گردوغبار کنیدوباتجهیزاتایمنیتاییدشدهمانندماسکهای

کنید.  کار میکروسکوپیطراحیشدهاند،

مونتاژ ابزار

 :  هشدار
کنید.برایدستورالعملهایخاص  راشارژ باتری باشارژرمشخصشدهتولیدکننده،پک فقط

وباتریرابهدقتبخوانید. ارائهشدهبههمراهشارژر ،دفترچهراهنمایاپراتور نحوهشارژ

کردن پک باتری ابزار .نصب و جدا
کنید. ابزارخارج دادهوپکباتریرااز کردنباتری،دکمهلغزانرویباتریرافشار برایخارج

 :  هشدار
دادنباتری، خارجکنید.برایقرار تعویضیاخارجکردنمتعلقاتابزار همیشهپکباتریراقبلاز
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کهبراییکنوع کنید.شارژری  پکباتریرافقطباشارژرمشخصشدهتوسطتولیدکنندهشارژ
آتشسوزی  دیگریخطر باتری برایپک استفاده استهنگام استممکن مناسب باتری پک

ایجادکند.
پکباتریدیگری هر ابزارهایبرقیفقطباپکباتریمشخصشدهآناستفادهکنید.استفادهاز از

کند. آسیبدیدگیوآتشسوزیایجاد ممکناستخطر
اشیاءفلزیمانندگیره سایر پکباتریبرایمدتطولانیاستفادهنمیکنید،آنرااز هنگامیکهاز
یکپایانهبهپایانهدیگر کهمیتواننداز کوچک اشیاءفلزی کلید،میخ،پیچیاسایر کاغذ،سکه،
پایانههایباتریبهیکدیگرممکناست کوتاهشدن نگهدارید.اتصال باتریمتصلشوند،دور

ویاحتیسوختگیشود. باعثآتشسوزی،انفجار
تماساینمایع از باتریخارجشود.  از الکترولیتممکناست کاری،مایع شرایطنامناسب در
کنید.درصورتتماستصادفیباپوستویاواردشدنآنبهچشم، الکترولیتباپوستاجتناب
مراجعهکنید.مایعخارجشده عوقتبهدکتر اسر حتماباآبفراوانقسمتتماسرابشوریدودر

باتریممکناستباعثتحریکیاسوختگیشود. از
معرضآتشیا گرفتندر  ندهید.قرار معرضآتشیادمایبیشازحدقرار رادر پکباترییاابزار
وآسیبشود. از265درجهفارنهایت)130درجهسانتیگراد(ممکناستباعثانفجار دمایبالاتر
تمامدستورالعملهارابهدقتبخوانیدوپکباتریراخارجازمحدودهدماییمشخصشدهدر
ازمحدوده باتریخارج پک دمایحینشارژ یادر نامناسب نکنید.شارژ دستورالعملهاشارژ

آتشسوزیراافزایشدهد. مشخصشدهممکناستبهباتریآسیببرساندوخطر

سرویس و نگهداری ابزار

واجدشرایط قطعاتتعویضییکسانتوسطتعمیرکار برقیخودرافقطبااستفادهاز سرویسابزار
برقیراتضمینمیکند. انجامدهید.رعایتاینموردایمنیابزار

پکهایباتری پکهایباتریآسیبدیدهرادستکاریوسرویسنکنید.سرویسوتعمیر هرگز
انجامشود. فقطبایدتوسطتولیدکنندهیاارائهدهندگانخدماتمجاز

.دستورات ایمنی مخصوص برای بکس شارژی
برقیرا کند،ابزار کشیمخفیتماسپیدا کهممکناستابزاربرقیباسیم هنگامانجامعملیاتی
کنندممکن کهباسیم»برقدار«تماسپیدامی باسطوحدستگیرهعایقنگهدارید.اجزایفلزی

کنند. است»برقدار«شوندوبهاپراتورشوکالکتریکیوارد
صدا و  سر معرض  در گرفتن  قرار کنید. استفاده گوش محافظ  از ضربهای سوراخکاری هنگام
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میتواندخطراتمربوطبهگردوغبار کیسههایگردوغبار آنهااطمینانحاصلکنید.استفادهاز
راکاهشدهد.

رعایتدستورات (مانعاز استفادهمکرر اثر کهتجربهزیاداستفادهازمحصول)در -اجازهندهید
بهآسیبجدیبهاپراتورشود. باشد.یکبیتوجهیکوچکمیتواندمنجر ایمنیمرتبطباابزار

.استفاده و مراقبت از ابزار برقی
کارتان، برقیمناسب اضافهبهدستگاهجداخوددارینمائید.انتخابدرستابزار اعمالبار -از
برایشماخواهدشد.بنابراینهمیشهبرایانجام کار کاهشهزینه،زمانوحسنانجام باعث

استفادهنمائید. کار برقیمخصوصبهآن ابزار عملکردموردنظرتاناز
کزخدمات آناستفادهنکنیدوبهنزدیکترینمرا از -درصورتمعیوببودنکلیددستگاه،هرگز
آنمراجعهنمائید.هردستگاهیکهباکلیدقابلکنترل فروشرونیکسسرویسبرایتعمیر پساز

نباشد،خطرآفریناستوبایدتعمیرشود.
استفاده ازدستگاه که زمانی لوازمجانبیدستگاه،همچنین تعویض یا تنظیم هرگونه  از قبل -
گهانیدستگاهجلوگیری نا کار ازشروعبه کار منبعبرقجدانمائید.این نمیکنیددوشاخهرااز

کرد. خواهد
نگهدارید.ابزارآلاتبرقیدردسترس -ابزارآلاتبرقیراازدسترسکودکانوافرادغیرمتخصصدور

افرادآموزشندیده،خطرآفرینخواهندبود.
دوار قطعات گیرکردن تنظیمات، هرگونه نمائید. نگهداری  و بهخوبیحفظ برقی ابزارآلات  از -
و نمائید بررسی را بگذارد  تاثیر رویعملکرددستگاه  بر کهممکناست یاهروضعیتدیگری و
عدمنگهداری استفاده،آنموردرارفعنمائید.بیشترحوادثاز درصورتآسیبدیدگیقبلاز

صحیحابزارآلاتبرقیرخمیدهد.
کنترل برقیموجب ابزارآلات  از نگهدارید.نگهداریمناسب وتمیز  تیز را ابزارآلاتسوراخکاری -

کرد. گیرخواهد  کار قطعه در آسانتردستگاهمیگرددوکمتر
گریسنگهدارید.دستگیرههای روغنو وعاریاز -دستههاوسطوحچسبندهراخشک،تمیز
منتظرهایمننگهداریدو موقعیتهایغیر رادر لغزندهوسطوحچسبندهاجازهنمیدهدتاابزار

کنید. کنترل

استفاده و مراقبت از باتری

پکباتریرادر گر موقعیتخاموشاست.ا کلیددر که دادنپکباتری،مطمئنشوید قرار قبلاز
کلیدآنروشناستمیتواندباعثبروزحوادثمیشود. که دهید برقیقرار ابزار
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.ایمنی برقی
کاهش گرفتگیبهشدت احتمالبرق کار باشد.بااین -دوشاخهدستگاهبایدمتناسبباپریز

خواهدیافت.
گرمخانهویایخچالو... کابلبرقمربوطبه لوله، هنگاماستفادهازدستگاهبهمحلعبور -در

توجهنمائید.
ندهید.ورودآببهابزارآلاتبرقیممکناست معرضبارانویارطوبتقرار -ابزارآلاتبرقیرادر

گرفتگیشود. موجببرق
کابلرا ، پریز کابلدستگاهبرایحملآناستفادهنکنیدویابرایقطعاتصالدستگاهاز  از -هرگز
نگهدارید. وروغندور ،قطعاتدوار معرضحرارت،سطوحنوکتیز کابلرااز نکشید.همچنین

گرفتگیهستند. کابلهایآسیبدیدهمستعدایجادبرق
،ازسیمرابطمناسباستفادهنمائیدتااحتمال -هنگاماستفادهازدستگاهدرمحیطهایباز

گرفتگیکاهشیابد. برق
کلیدحفاظتجان)GFCI(دستگاه  -هنگاماستفادهازدستگاهدرمحیطهایمرطوبحتمااز
کفشایمنیبه کلیدحفاظتجان،ماننددستکشو بهمنبعتغذیهبرقشهریاستفادهنمائید.

کند. افزایشایمنیفردیکمکمی

.ایمنی فردی
به کامل درسلامتی که زمانی درمجموع و دارید  قرار دارو  تاثیر تحت یا اید کهخسته زمانی -
به کهلحظهایدرنگوبیدقتیمنجر ابزارآلاتبرقیاستفادهنکنید.چرا از نمیبرید،هرگز سر

صدماتجبرانناپذیریخواهدشد.
لوازمایمنیمانندعینکایمنی،ماسکهوا،کفشوکلاهایمنیومحافظگوشاستفاده -هموارهاز

نمائیدتاصدماتفردیکاهشیابد.
کلید داشتن قرار اتصالآنبهمنبعبرقاز گهانیدستگاه،قبلاز نا کار -برایاجتنابازشروعبه
وضعیتخاموشاطمینانحاصلنمائید.همچنینزمانیکهآنراجابهجامیکنید،دوشاخه در

ندهید. کلیدقرار روی کردهوانگشتتانرابر پریزجدا رااز
استاندارد لباسهایغیر مناسباستفادهنمائید.استفادهاز کار لباس از کار -هموارهدرحین
گشاد،جواهراتوداشتنموهایبلندامکاندرگیرشدنآنهاراباقسمتهایمتحرکابزارآلات و

برقیافزایشدادهوممکناستخطرآفرینشود.
اطمینان بهقطعاتدوار تنظیممانندآچار عدماتصالهرگونهابزار روشنکردندستگاهاز -قبلاز

گردد. بهصدماتجبرانناپذیری کهمیتواندمنجر حاصلنمائیدچرا
اتصالواستفادهصحیح گرفتهشدهاند،از  نظر در گردوغبار گردستگاههاییبرایجمعآوری -ا
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اجزاء و قطعات
 

L I T H I U M - I O N

دستهبالایی

دکمهتغییرجهتچرخش

لامپLEDماشه

دکمهآزادسازیباتری

نمایشگرمیزان

شارژباتری
باتریدستگاه

: هشدار
بگیرید،عدمپیرویاز کار ذیلقیدشدهاسترابادقتمطالعهکنیدوبه لطفاکلیهمواردیکهدر
کارکرد فیزیکییاایجاداختلالدر بهایجادصدماتجبرانناپذیر دستورالعملهاممکناستمنجر

ابزارآلاتبرقیشوند.
مطالعهنگهدارینمائید. -ایندفترچهراهنمارابعداز

.ایمنی محیط کار
همریختهوتاریکحادثهآفرینخواهندبود. وروشننگهدارید.محیطهایدر راتمیز -محلکار
ایجاد جرقه برقی ابزارآلات نکنید. استفاده زا اشتعال مواد مجاورت  در برقی ابزارآلات  از  هرگز -

گردد. میکنندکهممکناستموجبآتشسوزی
نگهدارید.زیراممکن -ابزارآلاتبرقیراهنگاماستفادهازدسترسکودکانوافرادغیرمتخصصدور

کنترلدستگاهشود. و استباعثازدستدادنتمرکز
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مشخصات فنی

40V-8937مدل

لیتیومیوننوعباتری

40ولتولتاژ

مربعی-1اینچنوعدرایو

دقیقه( بر سرعتبیباری)دور

0-900
0-1100

0-1400
0-1700

دقیقه( نرخضربه)ضربهبر

0-1350
0-1700
0-2100
0-2500

کزیممگشتاور 2000نیوتنمترما

M16-M36پیچاستاندارد

M12-M30پیچسفت

nylon(GF30+PA6)جنسبدنه

5.74کیلوگرم)بایکعددباتری(وزن

BMCنوعبستهبندی

2عددباتری،1عددشارژرمتعلقات
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